
Rete elettrosaldata

Italia



Tipo rete Ø long. Ø trasv. Maglia long. Maglia trasv. Dim.pannello Peso/pannello Pannelli/pacco 

510 2×3 5 mm 5 mm 10 cm 10 cm 200×300 cm 18,48  Kg 50

510 5 mm 5 mm 10 cm 10 cm 225×400 cm 28,03 Kg 50

515 2×3 5 mm 5 mm 15 cm 15 cm 200×300 cm 12,63 Kg 50

515 5 mm 5 mm 15 cm 15 cm 225×400 cm 18,60 Kg 50

520 2×3 5 mm 5 mm 20 cm 20 cm 200×300 cm 9,24 Kg 90

520 5 mm 5 mm 20 cm 20 cm 225×400 cm 14,32 Kg 90

610 HD 2×3 6 mm 6 mm 10 cm 10 cm 200×300 cm 26,64 Kg 50

610 HD 6 mm 6 mm 10 cm 10 cm 225×400 cm 40,40 Kg 50

615 HD 2×3 6 mm 6 mm 15 cm 15 cm 200×300 cm 18,20 Kg 50

615 HD 6 mm 6 mm 15 cm 15 cm 225×400 cm 26,81 Kg 50

620 HD 2×3 6 mm 6 mm 20 cm 20 cm 200×300 cm 13,32 Kg 50

620 HD 6 mm 6 mm 20 cm 20 cm 225×400 cm 20,65 Kg 50

810 HD 2×3 8 mm 8 mm 10 cm 10 cm 200×300 cm 47,40 Kg 50

815 HD 2×3 8 mm 8 mm 15 cm 15 cm 200×300 cm 32,39 Kg 50

815 HD 8 mm 8 mm 15 cm 15 cm 225×400 cm 47,70 Kg 30

820 HD 2×3 8 mm 8 mm 20 cm 20 cm 200×300 cm 23,70 Kg 50

820 HD 8 mm 8 mm 20 cm 20 cm 225×400 cm 36,73 Kg 50

1020 HD 2×3 10 mm 10 mm 20 cm 20 cm 200×300 cm 37,02 Kg 50

1020 HD 10 mm 10 mm 20 cm 20 cm 225×400 cm 57,38 Kg 25

1220 HD 12 mm 12 mm 20 cm 20 cm 225×400 cm 82,58 Kg 25

520 L 5 mm 5 mm 19 cm 25 cm 118×600 cm 10,83 Kg 90

520 B 5 mm 5 mm 20 cm 20 cm 247×600 cm 23,42 Kg 50

Tipologie

Classi acciaio Ente di certificazione Normativa
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